
Heizohack Wood Chippers
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The manually fed wood chippers for mobile and 
flexible operation on the spot. The chipper is trans-
ported on a trailing axle or the three point hitch of 
the tractor.

With the HEIZOHACK wood chipping machines,
wood waste, such as slats, beams, logs, blocks 
and branches and whole tree trunks with a diam-
eter of up to 30 cm (300 series) and up to 40 cm 
(400 series) can be shredded with little energy 
required. 

A steel conveyor belt and a pressure roller with 
welded tongs ensure powerful and reliable feeding 
of the chipping material.

High performance, manually loaded, mobile wood chipper!

Specifications:

Feed height: 300 mm,
Feed width: 500 mm,
Transport height: 2422 mm,
Transport width: 2265 mm,
Working height: 850 mm,
Working width: 2965 mm,
Ejection height: 3419 mm,
Support load: 620 kg,
Total length: 3382 mm,
Weight: About 2250 kg,
Flywheel mass: 130 kg,
Feed in: Conveyor belt: 600 mm, In-feed 
table: 900 mm, Pressure roller with steel teeth 
Ø 380 mm,

HM 6 300 Wood Chippers

Sieve: Standard mesh 35 / 40 mm,
Chip drum Ø: 450 mm with quick discharge 
blades,
Drive: Power take-off shaft, max. 750 r.p.m,
Flywheel Ø: 1120 mm, 60 mm thick,
Ejection: Manually foldable and rotatable, sup-
ported by pneumatic shock damper,
Controls: Automatic load-dependent RPM control 
of the feed with two daily and an overall operating 
hours counters; Belt and roller speeds infinitely 
adjustable,
Chassis: 25 km/h with cable brake and trailing 
axle,
Tyres: 10/75-15.3,
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A large impeller blower with integrated 
flywheel ensures good ejection of the chips 
and a powerful and even throughput of the 
chip drum.

In order to ensure safe operations for man-
ual feeding, these machines are equipped 
with a stable control lever above the feed 
table.

Linked to a steel cable round the front edge 
of the feed table, the feed into the machine 
can be stopped with safety.

Sturdy mobile wood chipper for manual feeding!
Specifications:

Feed height: 400 mm,
Feed width: 670 mm,
Transport height: 2588 mm,
Transport width: 2265 mm,
Working height: 790 mm,
Working width: 3105 mm,
Ejection height: 3502 mm,
Support load: 970 kg,
Total length: 3596 mm,
Weight: About 3300 kg,
Flywheel mass: 470 kg,
Feed in: Conveyor belt: 600 mm, In-feed 
table: 900 mm, Pressure roller with steel teeth 
Ø 450 mm,

HM 8 400 Wood Chippers

Sieve: Standard mesh 35 / 40 mm,
Chip drum Ø: 495 mm with quick change blades,
Drive: Power take-off shaft, max. 750 r.p.m,
Flywheel Ø: 1370 mm, 60 / 90 mm thick,
Ejection: Manually foldable and rotatable, sup-
ported by pneumatic shock damper,
Controls: Automatic load-dependent RPM control 
of the feed with two daily and an overall operating 
hours counters; belt and roller speeds infinitely
adjustable,
Chassis: 40 km/h with spring loaded air brake 
3,5 t and trailing axle,
Tyres: 400/60 - 15.5,

By means of interchangeable sieves, available in different 
mesh sizes, uniform wood chips are generated.
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For private contractors and for the profes-
sional generation of wood chips, the K 
series fulfills all wishes.

A variety of additional options for the 
machine configuration are available for ap-
plications in daily use.

The feed speed can be infinitely adjusted 
for all machines by means of a distributor 
fitted in the hydraulic control unit.

The upstream hydraulically driven table 
feed roller helps to draw longer logs into 
the feed.

Powerful entry-level model for wood chip producers!

Specifications:

Feed height: 800 mm,
Feed width: 877 mm,
Transport height: 2900 mm,
Transport width: 1)2700 mm / 2)2624 mm,
Working height: 1200 mm,
Working width: 4140 mm,
Ejection height: 4980 mm,
Support load: 2100 kg,
Total length: 4780 mm,
Weight: ca. 7400 kg,
Flywheel mass: 1000 kg,
Feed in: Conveyor belt 900 mm long, Feed 
table 1500 mm long, Pressure roller with steel 
teeth Ø 800 mm,
In-feed table: Hydraulically foldable; including 
front end roller; optionally with conveyor belt,
Sieve: Standard mesh 45 / 60 mm with stop 
bars

HM 10 500K Wood Chippers

Chip drum Ø: 495 mm with quick change blades,
Drive: Via universal shaft and V-belt transmis-
sion,
RPM: max. 1000 rpm,
Flywheel Ø: 1370 mm, 150 mm thick,
Ejection: Hydraulically foldable; height adjustable 
and rotatable (ejection height 3.35 m up to 4.25 
m); hydraulic ejection flap adjustment,
Controls: Automatic load-dependent feed control;
Rotation direction and speed of the conveyor belt 
and pressure roller infinitely variable, irrespective 
of one another and reversible; two day and one 
overall operating hours counters; Remote control 
with control panel for all functions
Chassis: 25 km/h or 40 km/h trailing axle and 
spring-loaded air brake,
Tyres: 1)Tyres 500/45 R22.5, 2)Tyres 400/55 
R22.5, 2)Tyres 385/55 R22.5

By means of the standard adapter fitting 
for quick change blades, the blades can be 
exchanged in a very short period of time.
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The powerful professional machines are equipped as standard with remote controlled functions, such 
as turret rotation, raising and lowering, infinitely variable feed control via servo-hydraulics, electronic 
rpm and machine controls.

The hydraulic block is fitted segment style in a clear and robust steel housing. Each valve is electrically 
activated and can, in addition, be operated by a hand lever (emergency operation).

The hydraulic oil is cooled by an oil cooler with an electrically driven fan.

The professional wood chipper for economicwood chipping production!

The feed speed can be infinitely adjusted for all machines by 
means of a distributor fitted in the hydraulic control unit.

The upstream hydraulically driven table feed roller helps to 
draw longer logs into the feed.

HM 14 800K Wood Chippers
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Via a 10 groove V-belt reduction gearing, 
transmission is generated which enables 
varying shaft rpm’s to be transmitted 
powerfully.

Specifications:

Feed height: 800 mm,
Feed width: 1215 mm,
Transport height: 2900 mm,
Transport width: 1)2700 mm / 2)2624 mm,
Working height: 1200 mm,
Working width: 4140 mm,
Ejection height: 4980 mm,
Support load: 2420 kg,
Total length: 5120 mm,
Weight: ca. 8320 kg,
Flywheel mass: 1000 kg,
Feed in: Conveyor belt 900 mm long, Feed table 
1500 mm long, Pressure roller with steel teeth Ø 
800 mm,
In-feed table: Hydraulically foldable; including 
front end roller; optionally with conveyor belt,
Sieve: Standard mesh 45 / 60 mm with stop bars 
Chip drum Ø: 495 mm with quick change blades,
Drive: Via universal shaft and V-belt transmis-
sion,
RPM: max. 1000 rpm,
Flywheel Ø: 1370 mm, 150 mm thick,
Ejection: Hydraulically foldable; height adjustable 
and rotatable (ejection height 3.35 m up to 4.25 
m or 4.79 m with an HM14-800 K, Depending on 
chassis and tyres); hydraulic ejection flap 
adjustment,
Controls: Automatic load-dependent feed control;
Rotation direction and speed of the conveyor belt 
and pressure roller infinitely variable, irrespective 
of one another and reversible; two day and one 
overall operating hours counters; Remote control 
with control panel for all functions
Chassis: 25 km/h or 40 km/h trailing axle and 
spring-loaded air brake,
Tyres: 1)Tyres 500/45 R22.5, 2)Tyres 400/55 
R22.5, 2)Tyres 385/55 R22.5

The powerful professional machines are 
equipped as standard with remote controlled 
functions, such as turret rotation, raising and 
lowering, infinitely variable feed control via 
servo-hydraulics, electronic rpm and ma-
chine controls.


